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Ventilation Fan 

Model  TY-110-A                                      Model  TY-110-B 

 

 

Read and save these instructions. 

Please read these instructions carefully before attempting to install, operate or service the 

Ventilation Fan. Failure to comply with instructions could result in personal injury and/or property 

damage. Please retain the booklet for future reference. 

Note: Pictures in this manual may differ slightly from the products. 

The technical specifications and design may be changed without notice. 
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These ventilation fan models use a sirocco fan driven by a capacitor motor. 

The motor is designed to have an extended service life with reduced energy consumption. 

It also incorporates a thermal-cutoff for safety. The blower uses a high-capacity sirocco fan 

developed to reduce the noise level. 

The grille covering the main body is a spring-loaded, quick-dismount type. A damper for 

preventing counterflow is provided.  

 

 

 

 

 

Part name drawing quantity 

Grille* 

 

1 

Grille** 

 

1 

Short 

screw  

(M4 12 )  

2 

Long 

screw 

(!4 30 )  

8 

Screw  

(M4 6 ) 
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SUPPLIED ACCESSORIES 

Part name drawing quantity 

Installation 

bracket I 

 

1 

Installation 

bracket II 

 

1 

Installation 

bracket III 

 

1 

Installation 

bracket IV 

 

1 

Fluorescent 

lamp ** 

18W  
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DESCRIPTION 

 
DIMENSIONS 

 
 

*for TY-110-A only 

**for TY-110-B only 
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No. Part name No. Part name 

1 Grille 7 Connector 

2 Adapter 8 Installation bracket  

I, II 

3 Junction box 9 screw 

4 Junction box cover 10 Bracket cover 

5 Body 11 Installation bracket  

II, IV 

6 Damper   

 

 

 

 

 

 

Power 

consumption 

(W) 

Model Air 

direction 

V Hz 

Fan Light 

Speed* 

(TPM) 

Air 

deliver 

at 0.1" 
(CFM) 

Weight 

Kg. 

(lb.) 

Noise 

level 

(Sones) 

TY-110-A Exhaust 120 60 30  780 110 3.5(7.7) 0.9 

TY-110-B Exhaust 120 60 30 2 x 18 780 110 4.3(9.5) 0.9 

*At 0.0" Static pressure. (Pa) 

 

 

 

 

 

Unpack and carefully remove unit from carton. Refer to Supplied Accessories list to verify that all 

parts are present. 

 

 

 

 

 

1. Do not install this ventilation fan where air temperature may exceed 40" (104#). 

2. Make certain that the electric service supply voltage is 120V, 60Hz. 

3. Follow all local electrical and safety codes, as well as the National Electrical Code (NEC) and 

the Occupation Safety and Health Act (OSHA). 

4. Always disconnect the power source before working on or near the fan or motor. 
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