


NOTICE

1. Thank you for choosing our cooker hood. Please tlead
instruction manual carefully before use.

2. The installation work must be undertaken by a diealiand
competent fitter.

3. The manufacturer disclaims all liability for anyndage or
injury caused as a result of not following instrans for
installation contained in the following text.

The cooker hood is used on 110/120V, 60Hz.



(2)FEATURE

1.The cooker hood uses high quality materials, andade with a
streamlined design.

2. Equipped with a large power low noise electric on@nd

centrifugal leaf, it produces strong suction, losvse, non stick
grease filter and easy to clean.

3.With the isolated low voltage circuit board comtd®2vAC

input, the lights are therefore safer.

4.Special wind tunnel construction and oil collealesign, free

dirt will be absorbed in a second.

(3). Installation

1.

The ceiling must can bear at least 88.2lbs igignd the
thickness of the ceiling must bé& 1.18inch, see pic 2, drill
1*6.69inch round hole in the ceiling.

. According to the hanging board, drill 12 holeshe teiling, see

pic 2, 12pcs of ST6*1.57inch big flat screws widl bhsed to fix
the hanging board on the ceiling, and then 8pcsvidf10

screws and M4 nut with gasket will be used to cehitiee angle
iron into the hanging board, see pic 1, calculdtedlength of
the angle iron, and 16pcs M4*10 big flat screws &l nut

with gasket will be used to connect the angle mod another
angle iron ( the overlap length of angle iron camt fess
3.39inch)

. Let the one side of the extensible pipe go outsimeugh the

hole of 6.69inch, see pic 3.

. 4pcs ST4*8 big flat screws will be used to conrteet internal

chimney into the hanging board, then put one thtereal
chimney, two hooks will be used to put up the endéchimney
in order to the next installation, see pic 4.

. 4pcs ST4*8 big flat screws will be used to insth# outlet, see

pic 5.

. Hold up the hood, 16pcs M4*10 big flat screws v used to

connect the hood body into angle iron, see pic 6.



7. Put the extensible pipe on the ouflidee pic 7; after ensure all
the things ok, put down the hook, take from theeexl
chimney, all the installation is finished, see §ic




(4) NOTICE OF INSTALLATION

1.

2.

Before installation, please ensure the area is\dleavoid
suction of the remaining bits of broken wood andtdu

It cannot share the same air ventilation tube witter
appliance such as gas tube, warmer tube, and hdttwbe.

. The bending of ventilation tube shouldebE20e , parallel or

above the start point and should be connectecketestternal
wall.

. After installation, make sure that the extractdeisl to avoid

grease collection at one end.

(5) SAFETY WARNING

Never let the children operate the machine

The cooker hood is for home use only, not suit&nle
barbecue, Roast shop and other commercial purpose.
Please ask the technical person to do the assenblin
The cooker hood and its filter mesh should be ctegnlarly
in order to keep in good working order.

Before cleaning, please switch the power off atiaén
supply.

Clean the cooker hood according to the instruatramual and
keep the cooker hood from the danger of burning.

If there is any fault with the appliance, pleasktte service
department to arrange a service engineer.



A6 A Speed adjustment .See pictures

1. Turn on the power; the buzzer will buzz five tim&€ke sound
shows that the appliance is powered.

2. Push the low button, the indicating light 1 on, thezer will
buzz once, and the motor runs at low speed. Pwagjaith and
the motor will stop.

3. Push the middle button, the indicating light 2 trg buzzer
will buzz once, and the motor runs at mid speeghRuagain
and the motor will stop

4. Push the high button, the indicating light 3 o buzzer will
buzz once, and motor runs on high speed. Puslaimn @pd the
motor will stop

5. Push the light button; the indicating light 4 ongddhe two
lighting lamps will come on. Push it again and raps will
turn off, with every push the buzzer will buzz dmee.

(7) MAINTENANCE

7.1 The cleaning of the carbon grease filter mesh

The filter mesh is made of high-density stainldesls Please do not
use the corrosive detergent on it. Keeping thisrfitlean will keep
the appliance running correctly. Please strictliof@ the guidelines
below.

Method 1: Put the mesh into 40-50clean water, pour on detergent,
and soak for 2-3 mins. Wear gloves and clean wghbfabrush.



Please do not apply too much pressure, as the imésghcate and
will damage easy.

Method 2: If instructed to do so, it can be pubiatdishwasher, set
the temperature at around 60 degrees.

7.2 Notice of cleaning cooker hood

A.

@mm

To protect the main body from corrosion over a lpegod of
time, the cooker hood should be cleaned with haem@us
non corrosive detergent every two months.

Please do not use abrasive detergent for it wiliatze the
body.

Keep the motor and other spare parts free frommvasethis
will cause damage to the appliance.

Before cleaning the appliance please rememberttoftu
power

The carbon filter shouldn’t be exposed to heat.

Please don't tear open the fixed bar around theocefilter

. If the plug or cord is damaged, please replacetht special

soft cord.



8. Abnormity and Solution

Fault

Cause

Solution

The leaf blocked

Get rid of the blockin

Light on, but motor

The capacitor damaged

Replace capacitor

does not work

The motor jammed bearing
damaged

Replace motor

The internal with of motor off o

a bad smell from the motor

rReplace motor

Light does not work,

Beside the above mentioned, check the following:

motor does not work

Light damaged

Replace lights

Power cord looses

Connect the wires as |
the electric diagram

ber

Oil leakage

One way valve and the air
ventilation entrance are not
tightly sealed

Take down the one way
valve and seal with glue

Leakage from the connectio
of U-shaped section and
cover

nTake U-shaped section

down and seal with soaf
or paint

Shake of the body

The leaf damaged and caus
shaking

eReplace the leaf

The motor is not tightly
hanged

Lock the motor tightly

The body is not tightly
hanged

Fixed the body tightly

Insufficient suction

The distance between the
body and the gas top too lor

Readjust the distance
19

Too much ventilation from
open doors or windows

Choose a new place anc
resemble the machine

The machine inclines

5 The fixing screw not tight
enough

Tighten the hanging
screw and make it
horizontal

The hanging screw not tight
enough

Tighten the hanging
screw and make it
horizontal




8. Electrical Diagram

9. Main Parameters

Rated Input

110V-120V, 60Hz

Rated Power

300W

Lighting Power 20W X 4

Motor Power 220W

Drive Mode Single Motor
Speed Low Mid High
Air tube diameter 5.9inch

Air output 1 900cfm

Air pressure 1 250Pa

Noise @d70dB(A)




Warranty Card

We will warrant this product free from defects iaterial and
quality for one year from date of purchase. If angblems occur
from correct usage, please contact the servicerthepat for under
warranty service.

This warranty does not cover the following:

The filter mesh and bulb.

Commercial use.

Amendment of the date of manufacture on the rgilate.
After 12 months from date of purchase.

Damaged caused to the body by usage of detergeytesp
Pollution made to the led parts, glass parts d8doarts.
Incorrect installation, misuse, abuse or neglect.
Incorrectly fitted to insufficient or unsuitable\per.
Damage caused by foreign object.

Taken apart or serviced by unauthorized serviceneegs or
replaced with other manufacture’s components.

For commercial use the maintenance and free seshiceld be
discussed with our authorized agent.

Beyond the 12 month warranty period, the purchslseuld pay for
charge of components and call out.

In the event of a service call, please providevthganty card and
receipt of date of purchase.

Place of
purchase

Date of
purchase

Model

Shop
stamp.




